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FINAL DEVELOPMENT PLANS
FOR

Case 5891AB-15

NORMAN POINTE RESIDENTIAL DEVELOPMENT

S$16, T116N, R21W

BLOOMINGTON, HENNEPIN, MINNESOTA

OWNER

DUKE REALTY LIMITED PARTNERSHIP, AN
INDIANA PARTNERSHIP

C/O DUKE REALTY CORPORATION

9377 WEST HIGGINS ROAD, SUITE 600
ROSEMONT, IL 60018

TELEPHONE (847) 232-5400

DEVELOPER

INVEST BLOOMINGTON |, LLC

C/O COMMERCIAL INVESTMENT PROPERTIES, CO.

1065 NORTH 115TH STREET, SUITE 200
OMAHA, NE 68154
TELEPHONE (402) 436-3444

ENGINEER
KIMLEY-HORN AND ASSOCIATES, INC.

Kimley»Horn

PREPARED BY: THOMAS J. LINCOLN
2550 UNIVERSITY AVE W, SUITE 238 N
ST. PAUL, MN 55114

TELEPHONE (651) 645-4197

vy @y \are

NOTES:

1. CONTRAGTOR SHALL CONFIRM THAT THE EXISTING CONDITIONS FOR THE SITE MATCH WHAT IS SHOWN ON THE
DRAWINGS INCLUDED PRIOR TO CONSTRUCTION.

2. IF REPRODUCED, THE SCALES SHOWN ON THESE PLANS ARE BASED ON A 22' X 3" SHEET

3. ALLNECESSARY INSPECTION: UTILITY SERVICES
COMPANIES SHALL BE ND THE FINAL CONNECTION
OF SERVICES

4. ALLGENERAL CONTRAGTOR WORK TO BE COMPLETED (EARTHWORK, FINAL UTILITIES, AND FINAL GRADING) BY
THE MILESTONE DATE IN PROJECT DOCUMENTS.

PROJECT TEAM:
LANDSCAPE ARCHITECT SURVEYOR
KIMLEY-HORN SUNDE LAND SURVEYING

2550 UNIVERSITY AVE. W., SUITE 238N 9001 EAST BLOOMINGTON

ST. PAUL, MN 55114 FREEWAY (35W), SUITE 118

TELEPHONE: (651) 645-4197 BLOOMINGTON, MN 55420
TELEPHONE: (952) 881-2455

GEOTECHNICAL ENGINEER ARCHITECT
BRAUN INTERTEC CORPORATION ESG ARCHITECTS
11001 HAMPSHIRE AVENUE S.
MINNEAPOLIS, MN 55438
TELEPHONE: (952) 995-2000

MINNEAPOLIS, MN 55415
TELEPHONE: (612) 339-5508
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SITE AND BUILDING DATA E
STE AREA 1087992 SF. =
NET GROSS (=]
FOOTPANT |LEASABLE =
BULDNG | EXISTNG) 92272 SF.| 213302 SF| 2938 SF.
7 STORES
BULDNG Il (PROPOSED) :/(+/| 39440 SF.| 322,000 SF.| 832,000 8F.
9 STORES
BULDING Il (PROPOSED) = (* | 82985 SF.| 322000 SF.| 332,000 SF.
10 STORES
BULDING IV (PROPOSED) @ 42,74 SF. | 322,000 SF. | 332,000 8F.
9 STORIES (ABOVE RAMP)
TOTAL WBS7ISF. | 179,302 SF. | 1215318 SF.
PERCENT OF BUILDING SITE COVERAGE (146,871/1087,992) 135%
FLOOR AREA RATIO (1215318 / 1087.892) 12
PROPOSED 60°
BUILDING | PARKING STRUCTURE (EXISTNG) 2 | (5) LEVELS, 854 STALLS BUILDING SETBACK ——
7 ACCESSBLE PROPOSED 10’ DRAINAGE EXSTING 60 i
BULDINGS Il AND Il PARKING 7| (9) LEVELS, 2,576 STALLS __ __AND-UTIATY EASEMENT- — _ BULDING SETBACK
STRUCTURE (PROPOSED) 52 ACCESSBLE ROPOSED—— —
BULDNG IV PARKING STRUCTURE (PROP)  © | (6) LEVELS, 1288 STALLS PSS — — TPROPERTY LINE =
26 ACCESSBLE ] - —
R — T —=——EXI5TNG 60— EXSThE
TOTAL PARKING N STRUCTURES 4718 STALLS - — BUILDING SETBACK PROPERTY LINE
95 ACCESSBLE N - Troving Mormoer
TOTAL SURFACE PARKING (ALL BUILDINGS) 64 STALLS g — -
2 ACCESSBLE - A201
¢/ SITE PLAN UL
i STALLS g y=1-0" :
TOTAL SITE PARKNG TR STALS o/ 1/50°-1-0 oo o o
BUILDINGS I, Il AND IV ARE TYPE 1 CONSTRUCTION NORTH
PARKING REQUIRED (179,392 / 1000 X 4) 4718 STALLS
95 ACCESSIBLE (2%) | | PARKING STRUCTURES ARE TYPE I ONE HOUR CONSTRUCTION Az/; o Number:

420-01011
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SITE AND BUILDING DATA

SITE AREA 646652 SF.
NET GROSS
FOOTPRNT |LEASABLE |LEASABLE

BUILDING | (EXISTING) @ 32272 8F.| 2133092 SF. 219,318 8F.
7 STORES

BULDING Il EXISTNG)  (D(D)| 39,440 SF. | 322,000 SF. | 332,000 SF.
10 STOREES

BULDING Il (PROPOSED) @@ 38,356 8F. 154,861 SF. | 187,255 8F.
5 STORIES

TOTAL 10,068 EF. | 690,253 SF. | 738,573 6F.
PERCENT OF BULDING SITE COVERAGE (110,088/646,652) 70%

FLOOR AREA RATIO (738,573 / 646,652)

114

6" BITUM. TRAIL:

—

BULDING | PARKING STRUCTURE (EXISTNG) @ (5) LEVELS, 854 STALLS
17 ACCEBSIBLE

BULDING I PARKING @ (8) LEVELS, 1,288 STALLS
STRUCTURE (EXISTING) 23 ACCESSBLE
BULDING B PARKING O (2) LEVELS, 313 STALLS
STRUCTURE (PROPOSED) 8 ACCESSBLE
TOTAL PARKING IN STRUCTURES 2,455 STALLS
48 ACCESSIBLE

TOTAL SURFACE PARKING (ALL BUILDINGS) 27 STALULS
4 ACCESSBLE

TOTAL SITE PARKING 2482 STALLS
52 ACCESSIBLE

BULDING'S | AND Il 242 STALLS
PARKING REQUIRED (689,993 / 285 SF) 35 ACCESSIBLE
BUILDING B PARKING 351 STALLS
REQURED (SECTION 2130106 CITY CODE) L] E
TOTAL PARKING REQUIRED 2772 STALLS
43 ACCESSIBLE

BUILDINGS Il AND Il ARE TYPE 1 CONSTRUCTION

PARKING STRUCTURES ARE TYPE I ONE HOUR CONSTRUCTION

I
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DEMOLITION PLAN NOTES Lecenn
e prOPERIVINE KEYNOTE LEGEND
1. THE CONTRACTOR IS RESPONSIBLE FOR THE E1C. (AND OTHER APPROPRIATE BEST MANAGEMENT 13, DAMAGE TO ALL EXISTING CONDITIONS TO RENAIN 20, ALL PUBLIC SIDEWALKS SHALL NOT BE OBSTRUCTED.
DEMOLITION. REMOVAL, AND DISPOSAL (N A 5 THE LOCATIONS OF ALL EXISTING UTILITIES SHOWN PRACTICES) AS APPROVED BY THE CONSTRUCTION WILL BE REPLACED AT CONTRACTORS EXPENSE
LOCATION APPROVED BY ALL GOVERNING ONTHE PLAN HAVE BEEN DETERMINED FROM THE HANAGER, MANTENANGE OF TRAFFIC CONTROL 21, STORAGE OF MATERIALS OR EQUIPHENT SHALL NOT (®)  rewove exsTivG cuRs avp cuTTER
AUTHORITIES) ALL STRUCTURES, PADS, WALLS, BEST INFORMATION AVAILABLE AND ARE GIVEN FOR SHALL BE COORDINATED [N ACCORDANCE WITH 14. REFER TO SURVEY FOR ALL EXISTING INVERT AND RIM BE ALLOWED ON PUBLIC STREETS OR WITHIN PUBLIC REMOVE VEGETATED AREA
FLUMES, FOUNDATIONS, PARKING, DRIVES, DRANAGE  THE CONVENIENGE OF THE GONTRACTOR. THE BLOOMINGTON, HENNEPIN COUNTY AND MINNESOTA ELEVATIONS. RIGHT.OF-WAY. RENOVE 3" SPRUCE TREE
STRUCTURES, UTILITIES, ETC. SUCH THAT THE ENGINEER ASSUMES NO RESPONSIBILITY FOR THEIR ooT. REMOVE TREE
HIPRUEENTS O ToE PLANS Gt B ACCURALY BRI 70 DE STARY OF A CEMDLTON 16, ALLUTITIES SHOWN ARE EXSTING UTILITES 22 RESTORE GITY STREET BY COUPLYING WTH THE ©  revovevecerateo aven
CONSTRUGTED ALL FAGILITIES T0 BE REMOVED AGTIVITY, THE CONTRAGTOR SHALL NOTIFY THE 9. CONTINUOUS ACCESS SHALL BE MAINTAINED FOR THE CITY STREET IMPROVEMENT POLICY: CONTACT JI11717117717 - REMOVE GONGRETE GUR8 8 GUTTER
SHALL BE UNDERGUT TO SUITABLE MATERIAL AND UTILITY COMPANIES EXiSTNG 16, IN THE EVENT THAT contan UTILITIES AT (6521 563-4565 FOR REQUIREMENTS OO % Remove unumy unes (®  revove swmary sewer
BROUGHT TO GRADE WITH SUITABLE COMPACTED UTILITIES WITHIN ALL AREAS OF PROPOSED WORK DEMOLITION OF THE EXISTING FACILITIES. TANKS ARE ENCOUNTERED, THE CONTRACTOR SHALL . i soen
FILL MATERIAL PER THE SPECIFICATIONS. CONTACT THE PROPER AUTHORITIES IMMEDIATELY. e —
5. ALLEXISTING SEWERS, FIPING VD UTLITES SHONN 1. PRIOR T0 DENOLITION OCCURRIG, ALL ERGSION AL COMTANERS SHALL Bt BSPOSEDOF AT A T SemsTomusenes (®  rorec BTG DRVE To PARKING GaRAGE
2 c ARE NOTTO B AS THE EXACT CONTROL DEVICES ARE TO BE INSTALLED. PERNITTED LANDFILL AND PER THE PROJECT I EXISTNGWATERMAN
ALL OEBRIS FROM THE SITE AND DISPOSING THE LGGATION, OR AS ANY GBSTACLES THAT NAY OCOUR SEEGIFICATIONS, . EXISTING GAS HAIN () REMOVE, SALVAGE. AND REINSTALL EXISTING LIGHT POLE
DEBRIS INALAWFUL HANNER ONTHE SITE, VERIF D B LT SAW-cUT Fao EXISTING FIBER OPTIC LINE
RESPONSIBLE FOR OBTAINING ALL PERMITS PROCEED WITH CAUTION AROUND ANY ANTICIPATED. REMOVAL TO ONLY THOSE AREAS WHERE T 1S 17, TEMPORARY STREET SIGNS, LIGHTING, AND EXISTING CONTOUR (©  removE, suvacE, MO RENSTALL EXSTING SiGN
REQUIRED FOR DEMOLITION AND DISPOSAL FEATURES. GIVE NOTICE TO ALL UTILITY COMPANIES REQURED e TN OO ren
REGHRDING DESTIUCTION D REMOVAL O AL B BT AGE or ®  roosemsancur
3. THE CONTRACTOR SHALL MAINTAIN ALL UTILITY 'SERVICE LINES AND CAP ALL LINES BEFORE THE SURROUNDING PAVEMENT, ETC. THE EXISTING UNDERGROUND ELECTRIC
SERVICES TO ADJACENT PROPERTIES AT ALL TIMES. PRECEDING WITH THE WORK. CONTRACTOR SHALL BE RESPONSIBLE FOR TS 16. CONTRACTOR SHALL OBTAIN A PUBLIG WORKS EXSTING SIGN @ soreomne
UTILITY SERVICES SHALL NOT BE INTERRUPTED REMOVAL AND REPAIR PERMIT APPLICATION FOR OBSTRUCTIONS AND EXISTING FLARED END SECTION
VITHOUT APPROVAL FROM THE CONSTRUCTION 7. ELECTRICAL TELEPHONE, CABLE, WATER, FISER CONCRETE WORK WITHIN RIGHT-OF -WAY. PERMIT 5 EXISTING STORM MANHOLE (@ remove sroru sewer
IAGER AND COORDINATION WITH THE ADJACENT OPTIC, ANDIOR GAS LINES NEEDING TO BE REMOVED 12 THE CONTRACTOR SHALL COORDINATE WATER MAIN REQUIRED PRIOR TO REMOVALS OR INSTALLATION. EXISTING STORM CATGHBASIN
PROPERTIES ANDIOR THE CITY. ‘OR RELOCATED SHALL BE COORDINATED WITH THE WORK WITH THE FIRE DEPT. AND THE CITY UTILITY CONTACT SEAN JENKINS AT 9525634545 OR ®  semponumLy servce
AFFECTED UTILITY COMPANY. ADEQUATE TIME SHALL DEPARTMENT TO PL/ APPLICATION EXISTING GAS METER
4. THE CONTRACTOR SHALL COORDINATE WITH BE PROVIDED FOR RELOCATION AND CLOSE /AND TO ENSURE ADEQUATE FIRE PROTECTION IS AND FEE INFORMATION. EXISTING HYDRANT
RESPECTIVE UTILITY GOMPANIES PRIOR TO THE COORDINATION WITH THE UTILITY COMPANY IS CONSTANTLY AVAILABLE TO THE SITE THROUGHOUT
REMOVAL AND/OR RELOCATION OF UTILITIES. THE NECESSARY TO PROVIDE A SMOOTH TRANSITION IN THIS SPECIFIC WORK AND THROUGH ALL PHASES OF 19. PUBLIC WORKS PERMIT APPLICATION FOR EXISTING ELECTRICAL METER
CONTRACTOR SHALL COORDINATE WITH THE UTILITY UTILITY SERVICE. CONTRACTOR SHALL PAY CLOSE Be THE RIGHT-OF-WAY I3 EXISTING LIGHT POLE
COMPANY CONGERNING PORTIONS OF WORK WHICH ATTENTION T0 EXISTING UTILITIES WITHIN ANY ROAD FOR ARRANGINGIPROVIDING ANY REQUIRED WATER REQUIRED PRIOR TO REMOVAL OR INSTALLATION OF
MAY BE PERFORMED BY THE UTILITY COMPANY'S RIGHT-OF-WAY DURING CONSTRUCTION. MAIN SHUT OFFS WITH THE GITY OF BLOOMINGTON SANITARY, WATER OR STORM WORK WITHIN THE EXISTING TREE
FORCES AND ANY FEES WHICH ARE TO BE PAID TO DURING CONSTRUCTION. ANY COSTS ASSOCIATED PUBLIC RIGHT-OF-WAY. CONTACT UTILITIES AT
THE UTILITY COMPANY FOR THEIR SERVICES. THE 8. CONTRACTOR MUST PROTECT THE PUBLIC AT ALL WITHWATER MAIN SHUT OFFS WILL BE THE 952.503-4506 FOR APPLICATION AND FOR FEE EXISTING TREE LINE
CONTRACTOR IS RESPONSIBLE FOR PAYING ALLFEES  TIMES WITH FENCING, BARRICADES, ENCLOSURES. RESPONSIBILITY OF NO NO EXTRA EXISTING BITUMINOUS SURFACE

AND CHARGES COMPENSATION WILL BE PROVIDED.
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EROSION CONTROL PLAN NOTES

1. THE STORMWATER POLLUTION PREVENTION PLAN IS 6.
CONMPRISED OF DRAWINGS, THE STANDARD DETAILS, THE
SWPPP, PLUS THE GENERAL PERMIT, AND ALL SUBSEQUENT
REPORTS AND RELATED DOCUMENTS.

CONTRACTOR SHALL IMPLEMENT BEST MANAGEMENT
PRACTICES AS REQUIRED BY THE SWPPP. ADDITIONAL BEST
MANAGEMENT PRACTICES SHALL BE IMPLEMENTED AS
DICTATED BY CONDITIONS AT NO ADDITIONAL COST OF
OWNER THROUGHOUT ALL PHASES OF CONSTRUCTION.

3. CONTRACTOR SHALL MINIMIZE CLEARING TO THE MAXIMUM
EXTENT PRACTICAL OR AS REQUIRED BY THE GENERAL
PERMIT,

4. GENERAL CONTRACTOR SHALL DENOTE ON PLAN THE
CONCRETE WASH WATER LOCATIONS, ALL WASH WATER
(CONCRETE TRUCKS, VEHICLE CLEANING, EQUIPMENT 10,
CLEANING, ETC.) SHALL BE DETAINED AND PROPERLY
TREATED OR DISPOSED ACCORDING TO THE GENERAL
PERMIT,

5. SUFFICIENT OIL AND GREASE ABSORBING MATERIALS AND
FLOTATION BOOMS SHALL BE MAINTAINED ON SITE OR
READILY AVAILABLE TO CONTAIN CLEAN-UP FUEL OR
CHEMICAL SPILLS AND LEAKS. 1
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DUST ON SITE SHALL BE CONTROLLED ACCORDING TO THE
GENERAL PERMIT.

RUBBISH, TRASH, GARBAGE, LITTER, OR OTHER SUCH
MATERIALS SHALL BE DEPOSITED INTO SEALED

CONTAINERS. MATERIALS SHALL BE PREVENTED FROM
LEAVING THE PREMISES THROUGH THE ACTION OF WIND OR
STORMWATER DISCHARGE INTO DRAINAGE WATERS OF THE 14.

ALL PERIMETER SILT FENCE AND ROCK CONSTRUCTION 15
ENTRANCES SHALL BE INSTALLED PRIOR TO
CONSTRUCTION,

THE CONTRACTOR SHALL CONSTRUCT DRAINAGE BASINS
PRIOR TO SITE GRADING.

THE CONTRACTOR SHALL INSTALL CATCH BASIN EROSION
CONTROL MEASURES.

WITHIN TWO WEEKS (14 DAYS) OF SITE GRADING, ALL 18,
DISTURBED AREAS SHALL BE STABILIZED WITH SEED, SOD,
ORROCK BASE. REFER TO LANDSCAPE PLANS FOR
MATERIALS. 19,

ALL EROSION CONTROL MEASURES SHALL BE INSTALLED
AND MAINTAINED IN ACCORDANCE WITH CITY, AND

NO BUILDINGS

WATERSHED DISTRICT PERMITS.

THE CONTRACTOR SHALL MAINTAIN ALL EROSION CONTROL
MEASURES, INCLUDING THE REMOVAL OF SILT IN FRONT OF
SILT FENCES DURING THE DURATION OF THE
CONSTRUCTION

ANY EXCESS SEDIMENT IN PROPOSED BASINS SHALL BE
REMOVED BY THE CONTRACTOR

REMOVAL ALL EROSION CONTROL MEASURES AFTER
VEGETATION IS ESTABLISHED.

THE CONTRACTOR SHALL REMOVE ALL SOILS AND SEDIMENT
TRACKED ONTO EXISTING STREETS AND PAVED ARES.

IF BLOWING DUST BECOMES A NUISANCE, THE CONTRACTOR
SHALL APPLY WATER FROM A TANK TRUCK TO ALL
CONSTRUCTION AREAS,

SWEEP ADJACENT STREET IN ACCORDANCE WITH CITY
REQUIREMENTS.

PLACE EROSION CONTROL BLANKET ON ALL DISTURBED OR
GRADED SLOPES EXCEEDING 4H:1V.

EXISTING ON SURVEYED

- AMEH " C A /X ol gODE%LATEED‘A/éd\%A\NEW
e —

omaze2
WS g

PROPERTY

s s

5

SURFACE FLOW ARROW
ROCK ENTRANCE

INLET PROTECTION

SILT FENCE

LIMITS OF DISTURBANCE
— — — — —  APPROXIMATE SOIL TYPE BOUNDARY

URBAN LAND-ORTHODENTS (CUT AND FILL

LAND) COMPLEX, 0 TO 6 PERCENT

> ‘GLENCOE LOAW, DEPRESSIONAL, 0 TO 1
PERCENT SLOPES

AREA SUMMARY

SITE AREA (GROSS) 112,686 SF

IPROPOSED IMPERVIOUS 84,075 SF

IPROPOSED PERVIOUS 28611 SF

PERVIOUS:IMPERVIOUS

RATIO 0340

55
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£ EROSION CONTROL PLAN NOTES EROSION BLANKET. TYPE 3
& 1. THE STORMWATER POLLUTION PREVENTION PLAN IS 6. DUST ON SITE SHALL BE CONTROLLED ACCORDING TO THE WATERSHED DISTRICT PERMITS.
o CONMPRISED OF DRAWINGS, THE STANDARD DETAILS, THE GENERAL PERMIT. ROCK ENTRANCE
8 SWPPP, PLUS THE GENERAL PERMIT, AND ALL SUBSEQUENT 13, THE CONTRACTOR SHALL MAINTAIN ALL EROSION CONTROL
| REPORTS AND RELATED DOCUMENTS. 7. RUBBISH, TRASH, GARBAGE, LITTER, OR OTHER SUCH MEASURES, INCLUDING THE REMOVAL OF SILT IN FRONT OF INLET PROTECTION
- MATERIALS SHALL BE DEPOSITED INTO SEALED SILT FENCES DURING THE DURATION OF THE
5 2. CONTRACTOR SHALL IMPLEMENT BEST MANAGEMENT CONTAINERS. MATERIALS SHALL BE PREVENTED FROM CONSTRUGTION. e SLTFENCE 160573008
b= PRACTICES AS REQUIRED BY THE SWPPP. ADDITIONAL BEST LEAVING THE PREMISES THROUGH THE ACTION OF WIND OR PROJECT NUMBER
] MANAGEMENT PRACTICES SHALL BE IMPLEMENTED AS STORMWATER DISCHARGE INTO DRAINAGE WATERS OF THE 14.  ANY EXCESS SEDIMENT IN PROPOSED BASINS SHALL BE LIMITS OF DISTURBANCE
3 DICTATED BY CONDITIONS AT NO ADDITIONAL COST OF STATE. REMOVED BY THE CONTRACTOR.
& OWNER THROUGHOUT ALL PHASES OF CONSTRUCTION. — — — — —  APPROXIMATE SOIL TYPE BOUNDARY
. 8 ALLPERIMETER SILT FENCE AND ROCK CONSTRUCTION  15.  REMOVAL ALL EROSION CONTROL MEASURES AFTER g T
& 3. CONTRACTOR SHALL MINIMIZE CLEARING TO THE MAXIMUM ENTRANCES SHALL BE INSTALLED PRIOR TO VEGETATION IS ESTABLISHED fﬁs@r‘%ﬁ?@yg‘?g o NE FILL e
e EXTENT PRACTICAL OR AS REQUIRED BY THE GENERAL CONSTRUGTION. ]
3 PERMIT, 16 THE CONTRACTOR SHALL REMOVE ALL SOILS AND SEDIMENT GLENCOE LOAM, DEPRESSIONAL, 0 TO 1
2 9. THE CONTRACTOR SHALL CONSTRUCT DRAINAGE BASINS TRACKED ONTO EXISTING STREETS AND PAVED ARES: PERCENT SLOPES
° 4. GENERAL CONTRACTOR SHALL DENOTE ON PLAN THE PRIOR TO SITE GRADING,
o GONGRETE WASH WATER LOCATIONS, ALL WASH WATER 17, IF BLOWING DUST BECOMES A NUISANCE, THE CONTRACTOR G BLANKET, TYPE 3
= (CONCRETE TRUCKS, VEHICLE CLEANING, EQUIPMENT 10, THE CONTRACTOR SHALL INSTALL GATGH BASIN EROSION SHALL APPLY WATER FROM A TANK TRUCK TO ALL .
IS CLEANING, ETC.) SHALL BE DETAINED AND PROPERLY CONTROL MEASURES. CCONSTRUCTION AREAS.
e TREATED OR DISPOSED ACCORDING TO THE GENERAL IAREA SUMMARY
z PERMIT 1. WITHIN TWO WEEKS (14 DAYS) OF SITE GRADING, ALL 18, SWEEP ADJACENT STREET IN ACCORDANCE WITH CITY ITE AREA (R
= DISTURBED AREAS SHALL BE STABILIZED WITH SEED, SOD, REQUIREMENTS. ° (GROSS) 112,686 57 NORMAN POINTE
& 5. SUFFICIENT OIL AND GREASE ABSORBING MATERIALS AND OR ROCK BASE. REFER TO LANDSCAPE PLANS FOR IPROPOSED IMPERVIOUS 84,096 SF
2z FLOTATION BOOMS SHALL BE MAINTAINED ON SITE OR MATERIALS 19, PLACE EROSION CONTROL BLANKET ON AL DISTURBED OR
2 READILY AVAILABLE TO CONTAIN CLEAN-UP FUEL OR GRADED SLOPES EXCEEDING 4H:1V. IPROPOSED PERVIOUS 26500 SF EROSION AND SEDIMENT
4 CHEMICAL SPILLS AND LEAKS. 12, ALLEROSION CONTROL MEASURES SHALL BE INSTALLED - CONTROL PLAN - PHASE 2
< AND MAINTAINED IN ACCORDANCE WITH CITY, AND PERVIOUSIMPERVIOUS
: R 0340 C 3 ]
o -
Z
=
b
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EXISTING ROW.

EXISTING STONE WALL
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EXISTING ROW
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NORY
wﬂ%gmp ®

EXISTING LIGHT TYP.
/ DO NOT ENTER SIGN

STOP SIGN

NRLEFT TURN SIGN

NS

Xﬂeﬂ CURB& GUTTER J

SIX 6" RISERS, TYP.

PROPOSED BUILDING
53,400 SF +
FFE: 832.00

AMENITY TERRACE

TERRACE

DRAINAGE AND UTILITY EASEMENT

STOOP WITH STAIR ACCESS, TYP.

SIDEWALK AND BIKEWAY EASEMENT

NINE 6° RISERS

SEVEN 6" RISERS

FIVE 6" RISERS

R60"

FUTURE AMERICAN BOULEVARD-

FUTURE AMERICAN BOULEVARD-

SITE PLAN NOTES

1.

ALL WORK AND MATERIALS SHALL COMPLY WITH ALL
CITY/COUNTY REGULATIONS AND CODES AND 0.8 HA.
STANDARDS.

CONTRACTOR SHALL REFER TO THE ARCHITECTURAL PLANS
FOR EXACT LOCATIONS AND DIMENSIONS OF VESTIBULES,
SLOPE PAVING, SIDEWALKS, EXIT PORCHES, TRUCK DOCKS,
PRECISE BUILDING DIMENSIONS AND EXACT BUILDING UTILITY
ENTRANCE LOCATIONS.

ALL DISTURBED AREAS ARE TO RECEIVE FOUR INCHES OF
TOPSOIL, SEED, MULCH AND WATER UNTIL A HEALTHY STAND OF
GRASS IS ESTABLISHED.

ALL INNER CURBED RADII ARE TO BE 3' AND OUTER CURBED
RADII ARE TO BE 10' UNLESS OTHERWISE NOTED. STRIPED RADII
ARETOBES.

ALL DIMENSIONS AND RADII ARE TO THE FACE OF CURB UNLESS
OTHERWISE NOTED.

EXISTING STRUCTURES WITHIN CONSTRUCTION LIMITS ARE TO
BE ABANDONED, REMOVED OR RELOCATED AS NECESSARY. ALL
COST SHALL BE INCLUDED IN BASE BID.

10

11

AMERICAN BOULEVARD

EXISTING CURB AND GUTTER

ESTING oW

PROPERTY LINE

EIGHT 6" RISERS: SIX 6" RISERS: ‘ : ,:.L: _—_’__l
iy R e e W L N
-w““||=-lh““|-.-;"‘-“-|l.-‘&“"l =
e e ere apenAS T Tt
- R382'

NORMAN POINTE
RESIDENTIAL
DEVELOPMENT

Bloomington, MN

esg

elness swenson graham architects
500 washington avenue south
minneapolis minnesota $5415
p.612.339.55

L6112
www.esg

1 hereby cerify that this document was,
prepared by me or under my direct supervison
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DEVELOPMENT
APPLICATION

DATE ISSUED 8/12/2015

LEGEND KEYNOTE LEGEND
CONTRACTOR SHALL BE RESPONSIBLE FOR ALL RELOCATIONs, 13 STORAGE OF MATERIALS OR EQUIPMENT SHALL NOT BE FEE INFORMATION. - PROPERTY LINE
B R N BT Yo RIGHT. O Ay, ST CETS OR WITHINPUBLIG 18. ALL SIGNING AND PAVEMENT MARKINGS WILL COMPLY WITH  ISSSS—  RETAINING WALL PUBLIC ENTRANCE
LIMITED TO, ALL UTILITIES, STORM DRAINAGE, SIGNS, TRAFFIC “oF UMUTCD.

SIGNALS & POLES, ETC. AS REQUIRED. ALL WORK SHALL BE IN PROPOSED CURB AND GUTTER
ACCORDANCE WITH GOVERNING AUTHORITIES REQUIREMENTS
AND PROJECT SITE WORK SPECIFICATIONS AND SHALL BE
APPROVED BY SUCH. ALL COST SHALL BE INCLUDED IN BASE
BID.

14. STREET LIGHTING AND INTERCONNECT CONDUIT MUST BE
EXPOSED FOR CITY INSPECTION PRIOR TO POURING
CONCRETE OR BACKFILLING EXCAVATIONS IN CITY
RIGHT-OF-WAY.

s

ALL CONSTRUCTION AND POST-CONSTRUCTION PARKING
SHALL BE ON-SITE. NO ON-STREET
PARKING/LOADING/UNLOADING IS ALLOWED.

PROPOSED STANDARD ASPHALT ADA RAMP

15. RESTORE CITY STREET BY COMPLYING WITH THE CITY STREET 20. REFER TO ARCHITECTURAL PLANS FOR RETAINING WALL PROPOSED CONCRETE PAVEMENT
SITE BOUNDARY, TOPOGRAPHY, UTILITY AND ROAD
INFORMATION TAKEN FROM A SURVEY BY SUNDE LAND &"Q’*ﬁxﬁmgsgoﬂw CONTACT UTILITIES (952-563-4568) FOR DETALS. MATCH EXISTING WALK
'SURVEYING.
PROPOSED ARCHITECTURAL CONCRETE APRON REINSTALL LIGHT POLE
TOTAL LAND AREA IS 2.59 ACRES. 16. ANY BITUMINOUS STREET PAVEMENT IN AMERICAN BOULEVARD
OR SHALL BE REPLACED WITH SP 12.5 WEARING COURSE REINSTALL SIGN
MIXTURE MN/DOT SPEC 2360 SPWEA330B. THE PAVEMENT - PROPOSED SIGN
REFER TO ARCH. PLANS FOR SITE LIGHTING ELECTRICAL PLAN. SHALL BE REPLACED TO MATGH EXISTING CONDITIONS IN 2"
LIFTS. x PROPOSED LIGHT POLE

TEMPORARY STREET SIGNS, LIGHTING, AND ADDRESSES SHALL

BE PROVIDED DURING CONSTRUCTION. FLUSH CURB

CONTRACTOR TO OBTAIN A PUBLIC WORKS PERMIT
APPLICATION FOR OBSTRUCTION OF CONCRETE WORK WITHIN
RIGHT-OF-WAY. PERMIT IS REQUIRED PRIOR TO REMOVALS OR
INSTALLATION. CONTACT BRIAN HANSEN AT 952-563-4543 OR
bhansen@8loomingtonMN.gov FOR PERMIT APPLICATION AND FOR

ALL CONSTRUCTION AND POST-CONSTRUCTION PARKING
SHALL BE ON-SITE. NO ON-STREET
PARKING/LOADING/UNLOADING ON AMERICAN BOULEVARD WILL
BE ALLOWED.

POOREOEEOE

BIKE RACK

RETAINING WALL

TRASH / RECYCLING

RETAINING WALL, SEE ARCH.

CITY OF BLOOMINGTON CONCRETE APRON

ORIGINAL ISSUE:  512.2015

REVISIONS

No. Description Date

160573008

PROJFCT NOVBER

Kev pLaN

NORMAN POINTE

DIMENSIONED SITE PLAN
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GRADING PLAN NOTES

1

ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE CITY OF
BLOOMINGTON, SPECIFICATIONS AND BUILDING PERMIT REQUIREMENTS,

CCONTRACTOR TO CALL MINNESOTA GOPHER ONE-CALL @ 800-525-1166 AT
LEAST TWO WORKING DAYS PRIOR TO EXCAVATION/CONSTRUCTION FOR
UTILITY LOCATIONS.

CCONTRACTOR TO FIELD VERIFY THE LOCATIONS AND ELEVATIONS OR
EXISTING UTILITIES AND TOPOGRAPHIC FEATURES PRIOR TO THE START OF
SITE GRADING. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE
PROJECT ENGINEER OF ANY DISCREPANCIES OR VARIATIONS.

'SUBGRADE EXCAVATION SHALL BE BACKFILLED IMMEDIATELY AFTER
EXCAVATION TO HELP OFFSET ANY STABILITY PROBLEMS DUE TO WATER
SEEPAGE OR STEEP SLOPES. WHEN PLACING NEW SURFACE MATERIAL
ADJACENT TO EXISTING PAVEMENT, THE EXCAVATION SHALL BE
BACKFILLED PROMPTLY TO AVOID UNDERMINING OF EXISTING PAVEMENT.

CCONTRACTOR SHALL BE RESPONSIBLE FOR ALL HORIZONTAL AND
VERTICAL CONTROL.

CCONTRACTOR SHALL EXCAVATE DRAINAGE TRENCHES TO FOLLOW
PROPOSED STORM SEWER ALIGNMENTS.

GRADES SHOWN ARE FINISHED GRADES. CONTRACTOR SHALL ROUGH
GRADE TO SUBGRADE ELEVATION AND LEAVE STREET READY FOR
SUBBASE.

82770

AMENITY TERRACE

SXGNSERS]  saumary sewer
BS: 828.08 STUB CONNECTION
IE: 813708
SIX 6" RISERS
BS: 62898

(8289D
82867 el —

< ﬂum\lﬂum‘-_-ﬂ
@D

§28.11) (82830

ALL EXCESS MATERIAL, BITUMINOUS SURFACING, CONCRETE ITEMS, ANY
ABANDONED UTILITY ITEMS, AND OTHER UNSTABLE MATERIALS SHALL
BECOME THE PROPERTY OF THE CONTRACTOR AND SHALL BE DISPOSED
OF OFF THE CONSTRUCTION SITE.

REFER TO THE UTILITY PLAN FOR SANITARY SEWER MAIN, WATER MAIN
SERVICE LAYOUT AND ELEVATIONS AND CASTING / STRUCTURE SCHEDULE.

CONTRACTOR IS RESPONSIBLE FOR CONSTRUCTION OF PAVEMENTS AND
CURB AND GUTTER WITH SMOOTH UNIFORM SLOPES WITH PROVIDE
POSITIVE DRAINAGE.

INSTALL A MINIMUM OF 8" CLASS 5 AGGREGATE BASE UNDER CURB AND
UTTER.

UPON COMPLETION OF EXCAVATION AND FILLING, CONTRACTOR SHALL

RESTORE ALL STREETS AND DISTURBED AREAS ON SITE. ALL DISTURBED

AREAS SHALL BE RE-VEGETATED WITH CITY APPROVED GROUND COVER.

ALL SPOTS ELEVATIONS SHOWN ARE TO TOP OF CURB OR GROUND LEVEL
UNLESS NOTED OTHERWISE.

RESTORE CITY STREET BY COMPLYING WITH THE CITY STREET
IMPROVMENT POLICY; CONTACT UTILITIES (952-563-4568)

Y

0

e

8291

FIVE 6" RISERS

BS: 82048

il
SR
TR

@

82932
T

AR
3 O \(828.88)
B3188 N
SIX 6" RISERS
831
BS: 828.91

PROPOSED BUILDING
53,400 SF +
FFE: 832.00

NINE 6" RISERS:

KEYNOTE LEGEND

TERRACE

BS: 827.40

® BUILDING ENTRANCE
DA RAVP

@©  SIX©RISERS. TOP STAIRS: 831.90 BOTTOM
STAIRS: 828.90

BREAKLINE
PROPERTY LINE
EXISTING CONTOUR
PROPOSED CONTOUR
PROPOSED MANHOLE
PROPOSED CATCH BASIN

———>———  PROPOSED STORM SEWER
T PROPOSED SPOT ELEVATION
MATCH EXISTING ELEVATION

ST 5B ME 82620 ME

THIRTEEN 6" RISERS
TO LEVEL P1@821.33

7' MAX HEIGHT RETAINING
WALL WITH RAILING,

33000 SEE ARCH.
CERE)
RN
v
Y
4 MAX HEIGHT! ERAR) 5
© Crueer, sl NG
WITH RAILING, SEE ?;o

STRUCTURAL
3

T &) |3
X

—

828.00
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GRAPHIC SCALE IN FEET
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& BOTTOM STONE: 815.50 .
VIATER GUALTY VOLOUE 12 Py STORM STUB EAT
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PROPOSED BUILDING
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12" PUC STORM STUB
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SIDEWALK AND BIKEWAY EASEMENT

~x /
—
ORAINAGE SCHEDULE |AREASUMMARY | LEGEND:
[ e o ITE AREA (GROSS) 112886F | —
steucruRe | structurer | riwerate | N wrel pre [ wvent Torel ore T ppeour B BREAKLINE
N0, | CotTia T | EuATioN | ELEVATION | S | SLOPE | LEVATION | SE | SLOPE | -y Comare | PE MATERIAL L PROPERTYLNE
2 = o . - onm T T T oome - IPROPOSED IMPERVIOUS 84,096 SF EXISTING CONTOUR
B I N 220 R T R W "o bl PROPOSED CONTOUR
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STR-177. ZX¥CB 82743 »:r :z: 1'2. 1 zb E82055 1z | 100% PRIVATE RCP. ;i?l\gbus IMPERVIOUS 0.340 :‘IZ?’SSEEX? ilPr:)TEEtEE\\I/AA:IIOs
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GRAPHIC SCALE IN FEET
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UTILITY PLAN NOTES

1

»

IS

o

~

ALL FILL MATERIAL IS TO BE IN PLACE, AND COMPACTED BEFORE
INSTALLATION OF PROPOSED UTILITIES.

SANITARY SEWER PIPE SHALL BE AS FOLLOWS:
8" PVC SDR35 PER ASTM D 3034, FOR PIPES LESS THAN 12' DEEP
8" PVC SDR26 PER ASTM D 3034, FOR PIPES MORE THAN 12' DEEP.
6" PVC SCHEDULE 40
DUCTILE IRON PIPE PER AWWA C150

WATER LINES SHALL BE AS FOLLOWS:
6" AND LARGER, PVC C-900 PER ASTM D 2241
CLASS 200 UNDER COUNTY ROADS, OTHERWISE CLASS 150
6" AND LARGER DUCTILE IRON PIPE PER AWWA C150
SMALLER THAN 6" EITHER COPPER TUBE TYPE "K' PER
ANSI 816.22 OR PVC, 200 PS.., PER ASTM D1784 AND D2241

MINIMUM TRENCH WIDTH SHALL BE 2 FEET.

ALL WATER JOINTS ARE TO BE MECHANICAL JOINTS WITH THRUST BLOCKING AS
CALLED OUT IN SPECIFICATIONS.

ALL UTILITIES SHOULD BE KEPT TEN (10) APART (PARALLEL) OR WHEN
CROSSING 18" VERTICAL CLEARANCE (OUTSIDE EDGE OF PIPE TO OUTSIDE
EDGE OF PIPE).

CONTRACTOR SHALL MAINTAIN A MINIMUM OF 8 FEET AND MAXIMUM OF 10 FEET
OF COVER ON ALL WATER LINES, VALVES, SERVICES, ETC.

8" FIRE SERVICE

o

a14.84
2'Ree

12" PVC STORM STUB

CCONNECT TO EXISTING
8" SANITARY SEWER
LINE IE: 813.70¢

FIELD VERIFY

83 LF-6" CL52 DIP

— 140~
\ T |
oA
SITUMINDUS
6" VALVE I
eX6'TEE -
V-

IN THE EVENT OF A VERTICAL CONFLICT BETWEEN WATER LINES, SANITARY
LINES, STORM LINES AND GAS LINES (EXISTING AND PROPOSED), THE SANITARY
LINE SHALL BE SCH. 40 OR C900 WITH MECHANICAL JOINTS AT LEAST 10 FEET
ON BOTH SIDES OF CROSSING, THE WATER LINE SHALL HAVE MECHANICAL
JOINTS WITH APPROPRIATE THRUST BLOCKING AS REQUIRED TO PROVIDE A
MINIMUM OF 18" CLEARANCE. MEETING REQUIREMENTS OF ANSI A21.10 OR ANSI
21.11 (AWWA C-151) (CLASS 50).

LINES UNDERGROUND SHALL BE INSTALLED, INSPECTED AND APPROVED
BEFORE BACKFILLING.

TOPS OF EXISTING MANHOLES SHALL B RAISED AS NEGESSARY TO BE FLUSH
WITH PROPOSED PAVEMENT ELEVATIONS, AND TO BE ONE FOOT
FINISHED GROUND ELEVATIONS, IN GREEN AREAS, WITH wnsrmsw LIDS

ALL CONCRETE FOR ENCASEMENTS SHALL HAVE A MINIMUM 28 DAY
COMPRESSION STRENGTH AT 3000 P.S.1.

. EXISTING UTILITIES SHALL BE VERIFIED IN FIELD PRIOR TO INSTALLATION OF

ANY NEW LINES.

REFER TO INTERIOR PLUMBING DRAWINGS FOR TIE-IN OF ALL UTILITIES.

14. CONTRACTOR IS RESPONSIBLE FOR COMPLYING TO THE SPECIFICATIONS OF

THE LOCAL AUTHORITIES (BLOOMINGTON) WITH REGARDS TO MATERIALS AND
INSTALLATION OF THE WATER AND SEWER LINES.

= T ""‘iﬂ‘ ﬂm\‘ T
7 T el

12" PVC STORM STUB

PROPOSED BUILDING
53,400 SF +
FFE: 832.00

AMERICA

(PUBLICLY DEDIC

15. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR
ELEVATION OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS BASED ON
RECORDS OF THE VARIOUS UTILITY COMPANIES, AND WHERE POSSIBLE,
MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT TO BE RELIED
ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR MUST CALL THE
APPROPRIATE UTILITY COMPANIES AT LEAST 72 HOURS BEFORE ANY
EXCAVATION TO REQUEST EXACT FIELD LOCATION OF UTILITIES. IT SHALL BE
THE RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXISTING
UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON
THE PLANS.

3

CCONTRACTOR IS RESPONSIBLE FOR ALL NECESSARY INSPECTIONS AND/OR
CERTIFICATIONS REQUIRED BY CODES AND/OR UTILITY SERVICE COMPANIES.

CCONTRACTOR SHALL COORDINATE WITH ALL UTILITY COMPANIES FOR
INSTALLATION REQUIREMENTS AND SPECIFICATIONS.

=

ALL ONSITE WATERMAINS AND SANITARY SEWERS SHALL BE PRIVATELY OWNED
AND MAINTAINED.

ALL WATERMAIN STUBOUTS SHALL BE MECHANICALLY RESTRAINED WITH
REACTION BLOCKING.

8

CONTACT UTILITIES DIVISION (952-563-8777) REGARDING PERMIT FOR STORM
SEWER CONSTRUCTION.

N BOULEVAFID» WEST

DRAINAGE AND UTILITY EASEMENT
SIDEWALK AND BIKEWAY EASEMENT

21

22.

20 LF TRENCH DRAIN IE: 821.30
PLUMBING TO INSTALL
INTERNAL SUMP PUMP FOR
FLOW RATE OF 300 GPM

12" PVC STORM STUB

NNECT TO EXISTING GAS AND
CTRIC LINES, COORDINATE
H PRIVATE UTILITIES

mo

FIB-OPT

. V: 4750
B

UTILITY AND MECHANICAL CONTRACTORS SHALL COORDINATE INSTALLATION
OF SEWER SERVICES ALL THE WAY INTO THE BUILDING TO ACCOMMODATE CITY
INSPECTION AND TESTING.

ALL WATER LINES SHALL BE WRAPPED WITH 8 MIL MIN. POLYWRAP.

. USE SCHEDULE 40, SDR 26, OR BETTER FOR PVC SEWER SERVICES.

USE STANDARD SHORT CONE MANHOLES. NO STEPS ARE ALLOWED.

. ALL COMPONENTS OF WATER SYSTEM, UP TO THE WATER METER OR FIRE

SERVICE EQUIPMENT, (I.E. MAINLINE PIPES, SERVICES LARGER THAN 2, VALVES,
FITTINGS, CAPS, ETC.) SHALL UTILIZE PROTECTIVE INTERNAL COATINGS
MEETING CURRENT ANSVAWWA STANDARDS FOR CEMENT MORTAR LINING OR
SPECIAL COATING. THE USE OF UNLINED OR UNCOATED (CAST-IRON,
GRAY-IRON, STEEL, GALVANIZED, ETC.) PIPE SHALL NOT BE ALLOWED.

. TAPS OF LIVE WATER MAINS TO BE DONE BY CITY FORCES, HOWEVER THEY

SHALL BE PAID FOR AND COORDINATED BY THE CONTRACTOR.

COMBINATION FIRE AND DOMESTIC SERVICES MUST TERMINATE WITH A
THREAD ON FLANGE OR AN MJ TO FLANGE ADAPTER.

Case 5891AB-15
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PROPOSED TEE

PROPOSED GATE VALVE

PROPOSED HYDRANT

PROPOSED MANHOLE (STORM OR SANITAR
PROPOSED CATCH BASIN

PROPOSED

PROPOSED SANITARY SEWER
PROPOSED STORM SEWER
PROPOSED STORM SEWER
PROPOSED UNDERGROUND ELECTRIC
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PROPOSED GAS MAIN
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T PLANT SCHEDULE REQUIRED PROVIDED LANDSCAPE NOTES
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U 1mees QTY  BOTANICAL NAME ‘COMMON NAWE CONT AL MATUREMT ~ MATUREW  PERENNIALS QTY BOTANICALNAME ‘COMMON NAWE CONT  seACiNG  SIZE TYEE ary TYEE oy T eton AREAS TO RECEIVE AMINIMUM OF 4 OF O e R e
g o 5 Quercus aba x Guercus robur Gimsan Spre Ok Sa  ZSCAL SSFUL T RULL Bes 51 Rudbeckia x"Goldstu Blackeyed Sussn FTCONT. PERPLAN 3 SevelorRaE D | AN oLy s S SonsiruTe evman
& 2. ALL PLANT MATERIAL SHALL BE HEALTHY, VIGOROUS, MINIWUM QUALITY REQUIREMENTS FOR PLANT
5w 12 Ulnus carinfoia New Horzon New Horizon Eim BaB  25CAL SUEDFUL  W4CFUL  DCS 126 Deschampsi cesptosa “Schatand Schottand Hai Grass #1CONT. PERPLAN 32 FULL REQURED TREES = PROPOSEDTREES | 45 ALLPLANT UATERAL SHALL 8E 1 Mo
S e 8 Cors canadensis Norhern Redbud (Clump-UNN Selecton) 888 6'HT. 2030 FULL 2025 FULL  FLG 20 Miscantus sinensis Purpurescans Flama Grass #1CONT. PERPLAN 46"FULL ExsTNG REEs | 7 o AL TREES SHALL FULL HEAD AND MEET ALL o ANY PLANT WHICH 1S DISEASED, DISTRESSED, DEAD,
3 REQUIREMENTS SPECIFIED. OR REJECTED SHALL BE PROVPTLY REMOVED PRON:
& Rsc 7 Malus x ‘Red Splendor Red Splendor Crab Apple B&B  25°CAL 20 FULL 20 FuLL KeG 70 Calamagrostis x acutfora ‘Karl Foerster Feather Reed Grass #1CONT. PERPLAN 48"FULL 13 120 a CHE SITE AND REPLACED Wit MATERIAL OF THE
= . 18" BUILDING FRONTAGE 50% BUILDING FRONTAGE]| 60% 4. ALL MATERIALS ARE SUBJECT TO THE APPROVAL OF SAME SPECIES, QUANTITY, AND SIZE MEETING ALL
E 5 Gledisia viacantros ‘Skyine Skyine Honey Locust B8  25CAL SOFUL 0SS FUL  PEC 35 Ecninacea x Purle Emp #1CONT. PERPLAN 118" FULL & ARCHTECT BEFORE, DURING, AND PANT LIST SPEGIFCATIONS.
AFTER INSTALLATION
g . .
€ o 7 Gladitiaviacanihos ‘Draves Strot Kaepor Honey Locust BaB  25CAL SORUL  20FUL PO 104 Hosta x Paradign Paradg Hosta #1CONT. PERPLAN 20°FULL 10, ALL PLANTING AREAS SHALL HAVE IRRIGATION
. 5 LOCATE ALL EXISTING UNDERGROUND UTILITIES AND.
T swwss o somwoanwe comonae coNT  seacme  size RS0 355 Homerocalis x ‘Ruby Stala Ruby Stlla Dayy #1CONT. PERPLAN 18 FULL R Ay Conp s 1. COORDINATE ALL PLANTINGS WITH IRRIGATION NORMAN POINTE
z o % FLCONT. PERPLAN 18- FULL PROTECT AL IRRIGATION SYSTENM
g sre 146 x Heucherela x Sweet Tea Swest Toa Foamy Balls #1CONT. PERPLAN 20°FULL e L e ANTG
2 o » Moret Solect” #2CONT. PERPLAN 2¢FULL s
4 sso 281 Homerocalis x Stlla Suprme Stola Suprame Dy #1CONT. PERPLAN 187 FULL 12 INSTALL Y &° STEEL EDGER (BLACK) STAKED AT & LANDSCAPE PLAN
@ oo 31 Stephananra incisa ‘Crspa Crispa Cuteat F2CONT. PERPUAN 207567 FULL c o fasseni wal c | CONT. PERFLAN 2630 6. CONTRACTOR SHALL BE RESPONSIBLE FOR DELIVERY, 0.C. ANYWHERE SOD ABUTS SHRUBIPERENNIAL BEDS.
2 . ) o e i Nepeta x faasseni Walkers Low alkers Low Catmint # PERPU 0 FuLL CONTRAGTOR SHALL BE RESPONSIBLE FOR DELIVERY,
s wm 16 riydrangea arvorescens incradbal ncredball White Hycrangea #3CONT. PERPLAN 45°0" FULL . . PLANTING T MANTAIN HEALTHY PLANT CONDITIONS: 13. FOUNDATION PLANTINGS FRONT APPROXINATELY 60%
g oo - - e e 200 6 Coroopsis vrtolata Zagre Zagren Corsopsis #1CONT. PERPLAN 15 FULL e
3 1 Taxus xmodia Taunton aunton You L 7. INSTALL LAVIN SOD, PER SPECIFICATIONS,
(<] NOTE TO CONTRACTOR: IF GRAPHIC REPRESENTATION OF PLANTINGS ON PLANS DOES NOT MATCH QUANTITIES IN PLANT LIST, CCONSISTING PRIMARILY OF POA PRATENSIS -
S GRAPHIC REPRESENTATION OF PLANTINGS ON PLANS WILL GOVERN (KENTUCKY BLUEGRASS). IN AREAS SHOWN ON PLAN.
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2X ROOT BALL WIDTH

PLANTING SOIL:

SCARIFY SIDES AND BOTTOM OF HOLE.
PROCEED WITH CORRECTIVE PRUNING.

SET PLANT ON UNDISTURBED NATIVE SOIL OR
THOROUGHLY COMPACTED PLANTING SOIL. INSTALL
PLANT SO THE ROOT FLARE IS AT OR UP TO 2" ABOVE
THE FINISHED GRADE WITH BURLAP AND WIRE BASKET,
(IF USED). INTACT.

SLIT REMAINING TREATED BURLAP AT 6" INTERVALS.
BACKFILL TO WITHIN APPROXIMATELY 12 OF THE TOP
OF THE ROOTBALL, THEN WATER PLANT. REMOVE THE
TOP 1/3 OF THE BASKET OR THE TOP TWO
HORIZONTAL RINGS WHICHEVER IS GREATER. REMOVE
ALL BURLAP AND NAILS FROM THE TOP 1/3 OF THE
BALL. REMOVE ALL TWINE. REMOVE OR CORRECT STEM
GIRDLING RODTS.

PLUMB AND BACKFILL WITH PLANTING SOIL

WATER THOROUGHLY WITHIN 2 HOURS TO SETTLE
PLANTS AND FILL VOIDS.

BACK FILL VOIDS AND WATER SECOND TIME.

PLACE MULCH WITHIN 48 HOURS OF THE SECOND
WATERING UNLESS SOIL MOISTURE IS EXCESSIVE.

MULCH

4" TOPSOIL

(™ TREE PLANTING DETAIL
N

&' X 4" STEEL EDGER
TURF/SOD

12" STEEL EDGER
SPIKE

TOP OF EDGER TO
BE FLUSH WITH SOD

MULCH

SUBGRADE

SECTION

(2 LANDSCAPE EDGER DETAIL

TURF/SOD

12" STEEL EDGER SPIKE
& X 4" STEEL EDGER

MULCH

PLAN

@

2X CONT. WIDTH

PREPARED PLANTING BED AND
BACKFILL SOIL
(THOROUGHLY LOOSENED)

NOTES:

1. SCARIFY SIDES AND BOTTOM OF HOLE.

2. PROCEED WITH CORRECTIVE PRUNING OF TOP AND ROOT.

3. REMOVE CONTAINER AND SCORE OUTSIDE OF SOIL MASS TO
REDIRECT AND PREVENT CIRCLING FIBROUS ROOTS. REMOVE OR
CORRECT STEM GIRDLING ROOTS.

PLUMB AND BACKFILL WITH PLANTING SOIL.

WATER THOROUGHLY WITHIN 2 HOURS TO SETTLE PLANTS AND
FILL VOIDS.

BACK FILL VOIDS AND WATER SECOND TIME.

PLACE MULCH WITHIN 48 HOURS OF THE SECOND WATERING
UNLESS SOIL MOISTURE IS EXCESSIVE.

Lt

~o

() SHRUB PLANTING DETAIL

w

ON CENTER SPACING

AS STATED ON PLAN

EXTEND HOLE EXCAVATION WIDTH

A MINIMUM OF 6" BEYOND

THE PLANTS ROOT SYSTEM.

PREPARED PLANTING BED AND BACKFILL
SAIL (THOROUGHLY LOOSENED)

MULCH

FINISHED GRADE

() PLANTING DETAIL FOR MASS PLANTING BEDS
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Case 5891AB-15

Area Summary
Use Total GSF  Parking Gif  AptGSF  ASF Unis  Parking
Level P2 Paring 54,915 s4a15 | T [ 157
Level P1 Paring 55,777 55,777 156
Level 1 | Residential | 38,012 3012 | 25793 S 8
Level 2 Residential 38012 38012 30,125 35 |
Level 3 i 36,283 | 3s283 | mgm ]
Loveld | Residential | 38,283 8283 | 32,981 |
Lowel 5| Residential 38,283 | 38283 | 32981 3
Total 190,873 [ 190,873 154,861 17 321
AlcowiSudio 18R 1 BR DEN 18R 38R DU Bads
Trvel 1 H 13 1 10 1 £ Z
Level 2 f 15 1 1 1 S 9
Lovel 3 f 17 1 13 1 ] 3
Level 4 s 1 1 1 1 E] 3
Lovel 5 & 17 1 13 1 38 3
Total F:l 79 5 61 5 v I 250
16% a3 £ 3 4% %
Invest August 12, 2015 Norman Pointe Perspective Views
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Norman Pointe Materials Board

‘.

Brick- Ebony Ironspot, Norman size “Longboard”- Extruded Aluminum/ Metal Shingle- Dark Bronze Stucco 1 Stucco 2

Wood Pattern

BRANDYWINE

COLONIAL RED LATE GRAY

BONE WHITE

Metal Panel Blend 1 (Three color vertical) Metal Panel Blend 2 (Three color vertical)

Hardi-Panel Trim Aluminum Balcony-

Dark Bronze/ Bone white Window Color 1 Window Color 2 (Brick Only)



