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testimony. Other utilities and services may be present.
owners of the respective utilities prior to any design, planning or excavation.
3. The legal description and easement information were obtained from Commercial Partners Title, LLC. Title Commitment File Number 37288.
16,031 Sq. Ft. (0.0.37 Acres) and Parcel 2 = 16,023 Sq. Ft. (0.0.37 Acres)
5.The property described on this survey lies in Zone X, areas determined to be outside the 500 yr floodplain per the Flood Insurance Rate
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EXISTING BUILDING #9720

1. The orientation of this bearing system is based on Hennepin County Coordinate System, NAD 83(96 Adj).
2. Existing utilities and services shown hereon, where located either physically, from existing records made available to us or by resident
Verification and location of all utilities and services should be obtained from the
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SCALE IN FEET

Call 48 Hours before digging
GOPHER STATE ONE CALL

Area 651—454-0002

Free 1-800—252—-1166
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® DENOTES
O DENOTES

FOUND PROPERTY IRON
SET 1/2” X 18" REBAR

WITH PLASTIC CAP "PLS 25105”

DENOTES

T

CONCRETE SURFACE

DENOTES WOOD FENCE

0 DENOTES CHAINLINK FENCE
DENOTES SETBACK LINE
(M)  DENOTES MEASURED DISTANCE
(P)  DENOTES PLATTED DISTANCE
&)  DENOTES STORM SEWER MANHOLE
(©  DENOTES SANITARY MANHOLE
<O,  DENOTES POWER POLE
DENOTES HYDRANT
DENOTES TELEPHONE PEDESTAL
DENOTES CATCH BASIN
% DENOTES WATER VALVE
% DENOTES DECIDUOUS TREE
¢~ DENOTES UNDERGROUND GAS

— W ——DENOTES
—>—— DENOTES
—>>——DENOTES

UNDERGROUND WATERMAIN
UNDERGROUND SANITARY
UNDERGROUND STORM

——OE—— DENOTES OVERHEAD ELECTRIC
—UE—— DENOTES UNDERGROUND ELECTRIC

REFERENCE BENCHMARK

ELEVATION = 835.53 (NAVD 88) MNDOT
DISK "OXBORO” EAST OF E'LY EXIT RAMP

NORTHBOUND [—35W. VACINITY MAP

96TH |41 |5
PROPERTY DESCRIPTION u Sl
PER TITLE COMMITMENT NO. 37288 = |z

97TH=> Ao
PARCEL 1: 5 [0l
The East Half of Lot 27, HARRISON 5 Z 2
HOMESTEAD, Hennepin County, Minnesota 98TH|ST &
Abstract Property ol
¥ (9 ¥
PARCEL 2: S8
The West Half of Lot 27, HARRISON Q\? =
HOMESTEAD, Hennepin County, Minnesota W\ 2
Abstract Property N.TS.
Section 16, Township 27, Range 24

| hereby certify to Ugorets Properties, LLC, a Minnesota limited liability company, Commercial Partners
Title, LLC, as agent for Old Republic National Title Insurance Company, and to their successors and

assigns: that this map or plat and the survey on which it is based were made in accordance with

the 2011 Minimum Standard Detail Requirements for ALTA/ACSM Land Title Surveys, jointly established
and adopted by ALTA and NSPS, and includes Items 1,2,3,4,6(0),7,8,9,11(a) of Table A thereof. The
field work was completed on 6/15/13.

[T 3 A
_.""(Z ié’.l:!’ é Lot Yl Qe

Map, identified as Community Panel No. 275230—-0458 E, having an effective date of September 2, 2004. Date :_ /313
6. The property is currently zoned as |1-3, General Industrial, according to the City of Bloomington, Planning and Zoning Dept. Viadimir Sivi MN Lic. No. 25105 ate -
7. The plat of HARRISON HOMESTEAD dedicates all streets and avenues as shown on the plat. No reference to any utility or drainage adimir Sivriver. ic. No.
easements.
NO. | DATE DESCRIPTION BY

_ENGINEERING DESIGN & SURVEYING

AEDS

4480 Wayzaota Blvd. Minneapolis, MN 55426
OFFICE: [763] 545-2800 FAX: (763) 545-2B801
EMAIL: info@edsmn.com WEBSITE: http://edsmn.com

| HEREBY CERTIFY THAT THIS SURVEY WAS PREPARED BY ME OR UNDER MY DIRECT SUPERVISION,
AND THAT | AM A DULY LICENSED LAND SURVEYOR UNDER THE LAWS OF THE STATE OF MINNESOTA.

(77N iy
( U(‘{, 3"--;/’ CLi L
VLADIMIR SIVRIVER L.S. NO. 25105

DATED:__ 6/17/13

JOB NAME: ALEX UGORETS

FIELD WORK DATE: 7/28/13

DRAWN BY: CG PROJECT NO.: 13—-067

LOCATION: 9712 HUMBOLDT AVE S/9713 IRVING AVE S

BLOOMINGTON, MN 55431

FIELD BOOK NO.: LOOSE LEAF

CHECKED BY: VS | SHEET NO. 1 OF 1 A
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SURVEY NOTES

227.04

63 38612 C&G

1.The orientation of this bearing system is based on Hennepin County Coordinate System, NAD 83(96 Adj). REFERENCE BENCHMARK

2. Existing utilities and services shown herean, where located either physically, from existing records made
available to us or by resident testimony. Other utilities and services may be present. Verification and location
of all utilities and services should be obtained from the owners of the respective utilities prior to any design,

planning or excavation.

3. The legal description and easement information were obtained from Commercial Partners Title, LLC. Title

Commitment File Number 37288.

ELEVATION = 835.53 (NAVD 88) MNDOT DISK "OXBORO”
EAST OF E'LY EXIT RAMP NORTHBOUND |-35W.

PROPERTY DESCRIPTION

PER TITLE COMMITMENT NO. 37288

4. Total Lot Area of Parcel 1 = 16,031 Sq. Ft. (0.0.37 Acres) and Parcel 2 = 16,023 Sq. Ft. (0.0.37 Acres) PARCEL 1:
5.The property described on this survey lies in Zone X, areas determined to be outside the 500 yr floodplain per The East Half of Lot 27, HARRISON HOMESTEAD,
the Flood Insurance Rate Map, identified as Community Panel No. 275230—0458 E, having an effective date of Hennepin County, Minnesota

September 2, 2004.

Abstract Property

6. The property is currently zoned as |=3, General Industrial, according to the City of Bloomington, Planning and

Zoning Dept.

PARCEL 2:

7. The plat of HARRISON HOMESTEAD dedicates all streets and avenues as shown on the plat. No reference to The West Half of Lot 27, HARRISON HOMESTEAD,

any utility or drainage easements.

Hennepin County, Minnesota
Abstract Property

20

A

/(8" BB18 GUTTER
\Cc4/

0}

4\ TYPICAL DRIVEWAY
3¢l7@ DETAIL

REMOVAL NOTES

A\ REMOVE EXISTING BITUMINOUS

A\ REMOVE EXISTING CONCRETE

A\ REMOVE EXISTING SHED

A\ RELOCATE EXISTING POWER POLE
AS DIRECTED BY ENGINEER

A\ REMOVE EXISTING CURB

A REMOVE EXISTING RETAINING WALL
/A REMOVE EXISTING WOOD FENCE

A\ REMOVE EXISTING CHAIN LINK FENCE

DX REMOVE EXISTING DECIDUDUS TREE

Call 48 Hours before digging
GOPHER STATE ONE CALL

Twin Cities Area 651—454—-0002
MN. Toll Free 1—800—252—-1166

0 20 40

-

SCALE IN FEET

EXISTING PROPOSED
DENOTES FOUND PROPERTY IRON e
O DENDTES SET 1/2" X 18" REBAR DENOTES NEW PAVEMENT
WITH PLASTIC CAP "PLS 25105"
DENOTES CONCRETE SURFACE I O0ENOTES INFILTRATION TRENCH

DENQTES WOOD FENCE

DENOTES CHAINLINK FENCE DENOTES WOOD FENCE

DENOTES SETBACK LINE I DENOTES CURB & GUTTER
DENOTES MEASURED DISTANCE
DENOTES PLATTED DISTANCE [ DENOTES GRASS AREA
DENOTES STORM SEWER MANHOLE
DENOTES SANITARY MANHOLE DENOTES SEEDLESS SILVER MAPLE
<O, DENOTES POWER POLE 2.5 CALIPER MIN.
DENOTES HYDRANT DENOTES NEW BOUNDARY LINE
x] DENOTES TELEPHONE PEDESTAL — DENOTES BITUMINOUS EDGE
#  DENOTES CATCH BASIN DENOTES B612 CURB & GUTTER
>q  DENOTES WATER VALVE ——>—— DENOTES PROPOSED STORM SEWER
€23  DENOTES DECIUOUS TREE DENOTES PROPOSED 6' WODDEN FENCE
DENOTES UNDERGROUND GAS
DENOTES UNDERGROUND WATERMAIN DENOTES PROPOSED RETAINING WALL
DENOTES UNDERGROUND SANITARY DENOTES AUSTRIAN PINE
DENOTES UNDERGROUND STORM 6’ HEIGHT MIN.
DENOTES OVERHEAD ELECTRIC
DENOTES UNDERGROUND ELECTRIC DENOTES ROCK AREA
NOTES

@ REMOVE EXISTING CURB CUTS AND REPLACE
WITH B618 GUTTER (SEE DETAIL ON SHEET 3>
@ NO LANDSCAPING, PONDS, RETAINING WALLS,
OR ANY STRUCTURE SHALL BE PLACED OR
CONSTRUCTED WITHIN PUBLIC RIGHT—OF-WAY
OR EASEMENTS.

@ HDPE PIPE CONNECTIONS INTO ALL
CONCRETE STRUCTURES SHALL BE MADE

WTH WATER TIGHT MATERIALS, UTILUZING
AN A—-LOK OR WATERSTOP GASKET OR BOOT,

CAST—IN—-PLACE RUBBER BOOT, OR

APPROVED EQUAL. WHERE ARE ALIGNMENT
PRECLUDES THE USE OF THE ABOVE APPROVED

WATERTIGHT METHODS, CONSEAL 231 WATERSTOP

SEALANT, OR APPROVED EQUAL WILL ONLY BE

ALLOWED AS APPROVED BY THE ENGINEER.

NO. | DATE DESCRIPTION BY

EncineEriING DesiGN & SURVEYING
6480 Wayzata Blvd. Minneapolis, MN 55424
OFFICE: (763) 545-2800 FAX: (763) 545-280)

EMAIL: info@edsmn.com WEBSITE: http:/fedsmn.com

| HEREBY CERTIFY THAT THIS PLAN WAS PREPARED BY ME OR UNDER MY DIRECT SUPERVISION, AND
THAT | AM A DULY LICENSED ENGINEER UNDER THE LAWS OF THE STATE OF MINNESOTA.

[ "f,’-” - f’ \"‘
JEREH  Devrta e DATED: 7/02/14
VLADIMIR SIVRIVER P.E._NO. 25105

SITE DIMENSION PLAN

JOB NAME: ALEX
UGORETS DRAWN BY: BN PROJ. NO. 14-008

A :
AT e NS AVE S CHECKED BY: VS | SHEET NO. C1
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OUTLET CONTROL STRUCTURE
MHCB-2 RIM=B22.15 ™

INV (S)=810,78 INLET (24"HDPE)
INV (W)=818.24 OUTLET (12"HDPE) |,

[\ OUTLET STRUCTURE
&4/
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FILE

GRADING, DRAINAGE AND
EROSION CONTROL PLAN
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GRADING, TURF ESTABLISHMENT &

EROSION CONTﬁ‘ OL_SPECIFICATIONS

TURF ESTABLISHMENT

ALL TURF ESTABUSHMENT SHALL BE ACCORDING TO MnDOT
2575 AND SHALL TAKE PLACE WITHIN 10 DAYS CF THE
COMPLETED GRADING OPERATION.

TOPSOIL

CONTRACTOR SHALL STRIP, STOCKPILE AND RE—SPREAD
SUFFICIENT TOPSOIL TO PROVIDE A MINIMUM 4 INCH DEPTH
(COMPACTED) TO ALL DISTURBED AREAS, TO BE SCDDED OR
SEEDED.

NOTES

@ PROVIDE SILT FENCE AROUND PERIMETER OF SITE

@ ROCK CONSTRUCTION ENTRANCE

CONSTRUCTION NOTES

@ PLACE SOD ON DISTURBED AREA

@ ALL FINISH ELEVATIONS ARE GIVEN ON FLOW LINE
UNLESS OTHERWISE NOTED

BENCHMARK

ELEVATION = 100.00 @ TOP OF RLS CAPPED IRON PIPE
#15321 @ SW COR. OF LOT 5, BLOCK 2, SHULTZ ADDITION.

sSoD
SOD SHALL BE ACCORDING TO MnDOT 3878.
SEEDING

SEED MIX SHALL BE MnDOT 50B AT 100# PER ACRE. DORMANT
SEEDING AFTER NOVEMBER 1, AT TWICE THE NORMAL RATE.
MULCHING

MULCH SHALL BE MnDOT TYPE 1. STRAW SHOULD BE SPREAD
UNIFORMLY AT A RATE OF 2 TONS PER ACRE AND ANCHORED
WITH EITHER NETTING OR A STRAIGHT DISC.

FERTILIZER

TYPE 20—-0-10 AT 400# PER ACRE.

GRADING

ALL GRADING SHALL BE ACCORDING TO MnDOT 2105.

TOPOGRAPHY

EXISTING TOPOGRAPHY PROVIDED BY EDS, Inc.

CONCRETE CURB AND GUTTER

CONCRETE CURB AND GUTTER SHALL BE CONSTRUCTED
ACCORDING TO MnDOT 2531. CONCRETE CURB AND GUTTER SHALL
BE B—612 UNLESS OTHERWISE NOTED. CLASS 7 SHALL BE
EXTENDED 6" BEYOND THE BACK OF CURB.

(SEE SHEET 1)

GRADING NOTES

. CONTRACTOR SHALL FIELD VERIFY THE LOCATIONS AND ELEVATIONS OF EXISTING UTILITES AND

[SFS “ N

o

9.

Call 48 Hours before digging

GOPHER STATE ONE CALL
Twin Cities Area 651-454—0002

MN. Toll Free 1-800-252-1166

TOPOGRAPHIC FEATURES PRIOR TO START OF SITE GRADING. THE CONTRACTOR SHALL
IMMEDIATELY NOTIFY THE PROJECT ENGINEER OF ANY DISCREPANCIES OR VARIATIONS.
SUITABLE GRADING MATERIAL SHALL CONSIST OF ALL SOIL ENCOUNTERED ON THE SITE WITH
EXCEPTION OF TOPSOIL DEBRIS. ORGANIC MATERIAL AND OTHER UNSTABLE MATERIAL.
STOCKPILE TOPSOIL AND GRANULAR FILL AT LOCATIONS DIRECTED BY CONTRACTOR.

. SUBGRADE EXCAVATION SHALL BE BACKFILLED IMMEDIATELY AFTER EXCAVATION TO HELP

OFFSET ANY STABILITY PROBLEMS DUE TQ WATER SEEPAGE OR STEEP SLOPES. WHEN PLACING
NEW SURFACE MATERIAL ADJACENT TOD EXISTING PAVEMENT, THE EXCAVATION SHALL BE
BACKFILLED PROMPTLY TO AVOID UNDERMINING OF THE EXISTING PAVEMENT.

. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL HORIZONTAL AND VERTICAL CONTROL.
. GRADES SHOWN ARE FINISHED GRADES, CONTRACTOR SHALL ROUGH GRADE TO SUBGRADE

ELEVATION.

. ALL EXCESS MATERIAL, BITUMINOUS SURFACING, CONCRETE ITEMS, ANY ABANDONED UTILITY

ITEMS, AND OTHER UNSTABLE MATERIALS SHALL BECOME THE PROPERTY OF THE CONTRACTOR
AND SHALL BE DISPOSED OFF THE CONSTRUCTION SITE.

. COMPLETION OF SITE GRADING OPERATIONS SHALL RESULT IN ALL AREAS BEING GRADED TO

'PLAN SUBGRADE ELEVATION’. THE PARKING LOT AND DRIVEWAY AREAS SHALL BE DETERMINED
BY REFERRING TO THE SITE PLAN AND PAVEMENT SECTION DETAILS FOR LOCATION AND LIMITS
OF BITUMINOUS PAVEMENT SECTIONS.

THE MINIMUM GRADED SLOPE FROM EDGE OF BUILDING SHALL BE 6 INCHES IN 10 FEET.

10. FINISHED GROUND AND SOD ELEVATION ADJACENT TO BUILDING SHALL BE 6” BELOW FLOOR

.

ELEVATION. SLOPE GROUND AWAY FROM BUILDING A MINIMUM OF 6" IN 10 FEET BEYOND 10
FEET REFER TO PLAN GRADES.

CONTRACTOR IS RESPONSIBLE FOR GRADING AND SLOPING THE FINISHED GROUND SURFACE TO
PROVIDE SMOOTH & UNIFORM SLOPES. WHICH PROVIDE POSITIVE DRAINAGE AWAY FROM

BUILDINGS AND PREVENT PONDING IN LOWER AREAS. CONTACT ENGINEER IF FIELD
ADJUSTMENTS TO GRADING PLANS ARE REQUIRED.

12. CONTRACTOR IS RESPONSIBLE FOR CONSTRUCTION, PAVEMENTS AND CURB AND GUTTER WITH

SMOOTH UNIFORM SLOPES WHICH PROVIDE POSITIVE DRAINAGE. CONTACT PROJECT ENGINEER IF
FIELD ADJUSTMENTS ARE REQUIRED.

13. INSTALL A MINIMUM OF 4 INCHES CLASS 7 AGGREGATE BASE UNDER CURB AND GUTTER.
14. CONTRACTOR SHALL REMOVE ONLY THOSE TREES MARKED IN THE FIELD VERIFY WITH

ENGINEER PRIOR TO REMOVAL.

15. PUBLIC WORKS PERMIT APPLICATION FOR SURFACE WORK WITHIN RIGHT—OF—WAY IS REQUIRED

PRIOR TO REMOVAL OR INSTALLATION OF CONCRETE DRIVEWAY AND CURB, INSTALLATION OF
SIDEWALK /BIKEWAY OR OTHER WORK WITHIN THE PUBLIC RIGHT—OF—WAY. CONTACT BRIAN
HANSEN AT 952-563-4543 OR BHANSEN@BLOOMINGTONMN.GOV .

16. ALL GRADING SHALL BE ACCORDING TO MnDOT 2105.
17. RESTORE CITY STREET BY COMPLYING WITH THE CITY STREET IMPROVEMENT POLICY; CONTACT

UTILITIES (952—563-4568) FOR THE REQUIREMENTS AND SHOW THIS ON THE PLAN.

18. EXISTING CURB CUTS SHALL BE REMOVED AND REPLACED WITH CURB AND GUTTER PER CITY

STANDARD DETAILS (AND SPECIFICATIONS).
B618 FOR PUBLIC STREET.

19. A BLOOMINGTON NON—RESIDENTIAL DRIVEWAY APRON IS REQUIRED ON ACCESSES TO PUBLIC

STREETS.

EROSION CONTROL NOTES

1. CONTRACTOR MUST CALL FOR A PRE—CONSTRUCTION MEETING 48HRS PRIOR TO ANY LAND
DISTURBANCES 612—-673—3867. FAILURE TO DO SO MAY RESULT IN FINES, THE REVOCATION
OF PERMIT AND A STOP WORK ORDER BEING ISSUED.

2. INSTALL PERIMETER ERQOSION CONTROL AT THE LOCATIONS SHOWN ON THE PLANS PRIOR TO
THE COMMENCEMENT OF ANDY LAND DISTURBANCE OR CONSTRUCTION ACTIVITIES.

3. BEFORE BEGINNING CONSTRUCTION, INSTALL A TEMPORARY ROCK CONSTRUCTION ENTRANCE
AT EACH POINT WERE VEHICLES EXIT THE CONSTRUCTION SITE. USE 2 INCH OR GREATER
DIAMETER ROCK IN A LAYER AT LEAST 6 INCHES THICK ACROSS THE ENTIRE WIDTH OF THE
ENTRANCE. EXTEND THE ROCK ENTRANCE AT LEAST 50 FEET INTO THE CONSTRUCTION ZONE
USING A GEO-TEXTILE FABRIC BENEATH THE AGGREGATE TO PREVENT MIGRATION OF SOIL
INTO THE ROCK FROM BELOW.

4. REMOVE ALL SOILS AND SEDIMENTS TRACKED OR OTHERWISE DEPOSITED ONTO PUBLIC AND
PRIVATE PAVEMENT AREAS. REMOVAL SHALL BE ON A DAILY BASIS WHEN TRACKING OCCURS
AND MAY BE ORDERED BY MINNEAPOLIS INSPECTORS AT ANY TIME IF CONDITIONS WARRANT.
SWEEPING SHALL BE MAINTAINED THROUGHOUT THE DURATION OF THE CONSTRUCTION AND
DONE IN A MANNER TO PREVENT DUST BEING BLOWN TO ADJACENT PROPERTIES.

5. INSTALL INLET PROTECTION AT ALL PUBLIC AND PRIVATE CATCH BASIN INLETS, WHICH
RECEIVE RUNOFF FROM THE DISTURBED AREAS. CATCH BASIN INSERTS OR OTHER APPROVED
PRODUCT ARE REQUIRED IN UNDISTURBED AREAS THAT MAY RECEIVE RUN OFF FROM THE
PROJECT AREA. HAY BALES OR FILTER FABRIC WRAPPED GRATES ARE NOT ALLOWED FOR
INLET PROTECTION.

6. LOCATE SOIL OR DIRT STOCKPILES NO LESS THAN 25 FEET FROM ANY PUBLIC OR PRIVATE
ROADWAY OR DRAINAGE CHANNEL. IF REMAINING FOR MORE THAN SEVEN DAYS, STABILIZE
THE STOCKPILES BY MULCHING, VEGETATIVE COVER, TARPS, OR OTHER MEANS. CONTROL
EROSION FROM ALL STOCKPILES BY PLACING SILT BARRIERS AROUND THE PILES. TEMPORARY
STOCKPILES LOCATED ON PAVED SURFACES MUST BE NO LESS THAN TWO FEET FROM THE
DRAINAGE /GUTTER LINE AND SHALL BE COVERED IF LEFT MORE THAN 24HRS.

7. MAINTAIN ALL TEMPORARY EROSION AND SEDIMENT CONTROL DEVICES IN PLACE UNTIL THE
CONTRIBUTING DRAINAGE AREA HAS BEEN STABILIZED. INSPECT TEMPORARY EROSION AND
SEDIMENT CONTROL DEVICES ON A DAILY BASIS AND REPLACE DETERIORATED, DAMAGED, OR
ROTTED EROSION CONTROL DEVICES IMMEDIATELY.

8. TEMPORARILY OR PERMANENTLY STABILIZE ALL CONSTRUCTION AREAS WHICH HAVE
UNDERGONE FINAL GRADING, AND ALL AREAS IN WHICH GRADING OR SITE BUILDING
CONSTRUCTION OPERATIONS ARE NOT ACTIVELY UNDERWAY AGAINST EROSION DUE TO RAIN,
WIND AND RUNNING WATER WTHIN 7-14 DAYS. USE SEED AND MULCH, EROSION CONTROL
MATTING, AND/OR SODDING AND STAKING IN GREEN SPACE AREAS. AN EARLY APPLICATION
OF GRAVEL BASE ON AREAS TO BE PAVED RECOMMENDED MINIMIZING EROSION POTENTIAL.

9. REMOVE ALL TEMPORARY SYNTHETIC, STRUCTURAL, NON—BIODEGRADABLE EROSION AND
SEDIMENT CONTROL DEVICES AFTER THE SITE HAS UNDERGONE FINAL STABILIZATION WITH
PERMANENT VEGETATION ESTABLISHMENT. FINAL STABILUZATION FOR PURPOSED OF THIS
REMOVAL IS 70% ESTABLISHED COVER OVER DENUDED AREA.

10. READY MIXED CONCRETE AND CONCRETE BATCH PLANTS ARE PROHIBITED WITHIN THE PUBLIC
RIGHT OF WAY. ALL CONCRETE RELATED PRODUCTION, CLEANING AND MIXING ACTIVITIES
SHALL BE DONE IN THE DESIGNATED CONCRETE MIXING /WASHOUT LOCATIONS AS SHOWN IN
THE EROSION CONTROL PLAN. UNDER NO CIRCUMSTANCE MAY WASHOUT WATER DRAIN ONTO
THE PUBLIC RIGHT OF WAY OR INTO ANY PUBLIC OR PRIVATE STORM DRAIN CONVEYANCE.

. CHANGES TO APPROVED EROSION CONTROL PLAN MUST BE APPROVED BY THE EROSION
CONTROL INSPECTOR PRIOR TO IMPLEMENTATION. CONTRACTOR TO PROVIDE INSTALLATION AND
DETAILS FOR ALL PROPOSED ALTERNATE TYPE DEVICES.
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SCALE IN FEET
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JOB NAME: ALEX UGORETS
| HEREBY CERTIFY THAT THIS PLAN WAS PREPARED BY ME OR UNDER MY DIRECT SUPERVISION, AND .
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